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D20 Compact Digital Positioner
Description
D20 is a compact digital positioner that is very simple and quick to install and operate. 
To calibrate it, simply press the button for 5 seconds, D20 will auto-calibrate and tune 
itself in a few seconds. 

D20 can be fitted with optional 4-20 mA feedback transmitter and limit switches.  
HART communication is also possible as an option. 

For visual indication you can select between flat arrow indicator or a dome indicator. 

 Features and Benefit

Intrinsically safe:
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Press button and D20 will auto calibrate itself.

D20 modular design gives you many options. D20 mounted according to VDI/VDE 3847.

D20 suits both rotary and linear actuators. D20 mounted according to VDI/VDE 3845.



Input signal 4-20 mA

400 ohm at 20mA

Angle of rotation min 0-40º

0-90º

Air supply range

Out put

Air supply quality  

Air supply effect

Ingress protection

Operating humidity

Air connections

Terminals

Operating Temperature

Air delivery capacity

Air delivery capacity Double acting

Air consumption Double acting

Resolution

Repeatability

Hysteresis + dead band

Temp effect

Approvals

Housing material Die cast Aluminium

Powder coating

Mechanical switches

Type

Rating

Namur sensors

Type 

Hysteresis

Temp range

Namur sensors

Type 

Temp range

Namur sensors

Type 

Temp range

Namur sensors

Type 

Temp range

Proximity switches

Type 

Rating

500mA

0.2 ohm

Operating time

Transmitter

Power supply

Output

Resolution

Alarm Output

Output

D20 Technical data 

D20 Compact Digital Positioner Optional plug in module



Spindles and Dimensions drawings (mm)
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D20 Compact Digital Positioner Model Code
A = Model no

B = Approval, Certificate

C = Connections Air, Electrical

D = Housing/Surface treatment

E = Function

F = Mounting options / Spindle

 09 Double D type, adaptor spindle

G = Cover and Indicator

H = Temperature/seals

I = Input signal/Protocol

J = Feedback option, 4-20 mA transmitter, switches

 T 4-20 mA transmitter only

K = Options, Add in electronics

L = Accessories

 Example: AAABCD-EFFGGG-HIJKL  

Your distributor:
Coulton Instrumentation Ltd
17 Somerford Business Park, Christchurch, BH23 3RU, UK
Tel: +44 1202 480 303
E-mail: sales@coulton.com 
Web: www.coulton.com


