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BAG FILTERS
SINGLE & MULTIPLE BASKETS

FILTER MEDIA

MATERIALS,    SS 316, SS 304, carbon steel, and others

CONNECTIONS   ASA, PN, BS, RJT, Tri, DS, and others.
ORIENTATIONS  to customer requirements.

FINISH,   fine bead blast for general applications
               or polished to FOOD/PHARMACEUTICAL STANDARDS

PRESSURE RATINGS 6 barg., or as required

CONSTRUCTION  SEP (DIRECTIVE 97/23/EC) or BRITISH STANDARD.
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LB1 X 3 HQ

BASKET SIZES

No   DIA   LENGTH

L1   175 mm 375 mm SINGLE LENGTH
L2   175 mm 750 mm DOUBLE LENGTH

LB1 HQ

A   WOVEN WIRE MESH SUPPORT BASKET to HOLD
            BAGS in NEEDLE-FELT or
                   MONO-FILAMENT POLYMER MESHES.

B   STRAINER BASKETS in PERFORATED SHEET
               WITH or WITHOUT WOVEN MESH LINERS

C   ‘SPECIAL’ APPLICATION MATERIALS
             eg, CONIDUR® conically perforated sheet
                           Multi-layered sintered metal meshes.

Also available, LINED BAG FILTERS  for corrosive, abrasive and aggressive fluids.
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