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MINI STEEL WC CABINS

2400 x 1400mm Single Mains Shower Technical Specifications
Dimensions (mm) and weights (kg):
external - internal . x
€ £ 5 £
§ 3 ¢ 5§ 3§ % %

WC 5'- 1,200 - 1,400 - 2,540 - 1,055 - 1,255 - 2,200 - 350
WC 8" - 2,400 - 1,400 - 2,540 - 2,255 - 1,255 - 2,200 - 570

FLOOR:

- cold rolled frame, welded steel profiles, 2mm thick

- 4 welded container fest, fork pockets

- stesl cross members with omega profiles = 2.5mm

- insulation; 60 mm mineral wool slabs (density 16 - 24 kg/m®)

- subfloor: 0,63mm thick, galvanised steel sheets

- internal floors 3mm alu checker plate sorewed to 22mm chipboard

ROCF:
- cold rolled frame, welded steel profiles, 2mm thick
> - - wooden cross members | = w = 80 x 40mm
- 2 or 4 lifting eyes
- roof cover: 0.63mm thick, galvanised steel sheat (riveted)
I f « insulation: 160mm mineral wool slabs [density 16 - 24 kafm®)
i - cedling: 10 mm chipboard [V 20), laminated on both sides, white

[ WALL PAMELS:
- PU panels; 45mm polyurethane (PU), [density 35 - 40 kg/m?)
- external dadding: comrugated, gakvanised and coated steel sheet
0.6mm thick, blue RALSD10
- internal dadding: galvanised stesl 0.5mm, white RALI010

DOORS:

- right hand hinged, 875 x 2,000mm (811 x 1,9%68mm)

- stesl door & frame, galvanisad on both sides with 40mm insulation
' and integrated wire glazing 500 x 450mm

- cylinder lock: lockable from inside by tuming handle

ELECTRICAL:
- 230V distribution board, light, wall heaters, water heaters and
shower boilers; depending on unit type

PLUMBING:
- wiater supphy: =" pipe through the cabin wall at the rear side
- wiaste water: collected in SOmm & 110mm waste pipes

2400 x 1400mm Single Mains Toilet/Shower

IMSULATION:
A _ - floor: thickness = 60 mm U= 0.54 W/m? K
- — - roof: thickness = 160 mm U= 025 W/m* K
; - externial wall: thickness = 45 mm polywrethane U= 0485 Wim? K
PAINT:
- paint system with high weather and ageing resistance, suitable for
i wrhan and industrial atmospheres

- wall paniels: 25 pmi paint thickness
- frame; 20-40 pm primer, 40-50 pm topooat
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