
Hinge must have a 12 mm covering margin over the 
top, bottom and side panels. 

Set the gasket ④ and tube ⑤ on the hinge with 
catch unit ① as shown in Figure D.

Referring to Figure E, put the hinge on the glass 
as shown in Figure D.  Then set the back plate 
gasket ③ back plate ② flat washers ⑦ and fixing 
screws ⑥ in this order and fasten the screws.  Repeat 
process for remaining hinges.

Fit the hinge with wood screws ⑧ on the side panel 
as shown in Figure F.

Lastly, affix the finger jamming caution seals  ⑨ as 
shown in Figure A.  

Place a soft cloth on the floor before installation or glass may be scratched.
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・ Applicable glass door size is within W500 mm × 
H1200 mm and the applicable weight is not more 
than 12 kg.

・ Applicable glass thickness is 5, 6 or 8 mm.
・ If you have any questions on glass processing, please 

consult your glazing company.
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 Wood Frame (Completed installation)
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1 …Hinge Body with Catch Unit ×1

…Back Plate ×1

…Back Plate Gasket ×1

…Gasket ×1 

…Tube ×2

…M6 Fixing Screw ×2

…M6 Flat Washer ×2

…Wood Screw×4 (4.5×20 Flat Head)

…Finger Jamming Caution Seal ×1
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Prepare 4 sets of each part for the specification 
shown in Figure A.

XL-GC07 Hinge with Catch Installation Manual

　  Parts Structure

Caution

アーキテリア事業部（建築金物・家具金物）
テクノフィールド事業部（産業機器用 機構部品）
大 阪 支 店
仙 台 営 業 所
名 古 屋 営 業 所

福 岡 営 業 所

〒101-8633
〒101-8633
〒540-0038
〒980-0014
〒462-0825

〒460-0008
〒812-0016

東京都千代田区岩本町2-5-10
東京都千代田区岩本町2-17-9
大阪府大阪市中央区内淡路町2-2-6
宮城県仙台市青葉区本町1-11-1・8F
愛知県名古屋市北区大曽根3-15-3

愛知県名古屋市中区栄5-28-12・4F
福岡県福岡市博多区博多駅南1-8-31・6F

TEL 03 (3864) 1122
TEL 03 (3851) 1122
TEL 06 (6910) 1122
TEL 022 (716) 1122
TEL 052 (982) 1122

TEL 052 (238) 1122 
TEL 092 (461) 1122 

（代）
（代）
（代）
（代）
（代）

（代）
（代）

FAX 03 (3863) 6875
FAX 03 (3861) 1621
FAX 06 (6947) 1199
FAX 022 (716) 1124
FAX 052 (911) 2823

FAX 052 (262) 2823
FAX 092 (461) 1123

http : // www.sugatsune.co.jp /ISO 9001（JSAQ384）・ISO14001（JSAE597） 審査登録

建  築  金  物 ・ 家  具  金  物 ・ 機  構  部  品

 

(名古屋営業所は2007年5月下旬までは下記の住所になります。)

1-8-11 HigashiKanda, Chiyoda-ku, 
Tokyo 101-8633, Japan
TEL:+81-3-3866-2260    FAX:+81-3-3866-4447
http://www.sugatsune.co.jp
E-mail : export@sugatsune.co.jp

For Overseas Customers

SUGATSUNE KOGYO CO., LTD.

ISO9001(JSAQ384) ISO14001(JSAE597) CERTIFICATE.

221 East Selandia Lane,
Carson,CA 90746,U.S.A.
TEL:+1-310-329-6373    FAX:+1-310-329-0819
TOLL FREE:(800) 562-5267 (from U.S.A & Canada only)
http://www.sugatsune.com
E-mail : sales@sugatsune.com　　　   　　　                 

                                                                                                                

For North American Customers

SUGATSUNE AMERICA, INC. 

Caution

Thank you for purchasing our product.  Read all instructions carefully before installation.  
Before starting installation, clear area of any hazardous objects.  Be careful to avoid injury.

Using this product without observing the cautions may result in the product failure, accidental 
injury or installation failure. 注意 警告 
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Figure CFigure B
　　 ※ B1 and B2 must be

equal measurements.

Figure D

Figure E

Figure F

Figure A


