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K-201 GRF   &   K-202 GRF
1-2 way Anti-Vandal audio kits

K-201GRF & K-202GRF  flush mounting audio kits with vandal
resistant (IK-09) and weatherproof (IP-44) door panel. The door panel
is 2.5mm thick injected aluminium and in a graphite colour with an
attractive curved front. The system has an electronic call to the
handsets with an acoustic acknowledgment signal at the door panel.
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Key features:

● Standard 4+n installation

● Panel includes 4 mm. thick polycarbonate
card holding window;

● Security screws and stainless steel push
buttons.

● Double walled sound grille that prevents
access to the sound circuit;

● The system has an electronic call with
acoustic acknowledgement signal when
calling internal handsets;

● Wall mounting handset with detachable
handset cord and a lock release button

● Allows up to 3 telephones inside the same
apartment.

● To be used with 12Va.c. Lock releases.

Kit is comprised of:
1 x door panel PE-295/1 or PE-295/2
1 or 2 x T-500 handset as required.
1 x TF-104 transformer
1 x M embedding box for panel

VIS-295/GRF

MP/GRF

MP-VIS/GRF

Rain shield.

For embedded panels . Graphite colour.

Surface box.

Graphite colour. Embedding box is required.

Surface box with integrated rain shield.

Does not require embedding box.

Panel Dimensions:
External:144(W) x 144(W)mm. Embedded:131(W) x 131(H) x 45(D)mm.


