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Power
supplies

The Golmar range of power supplies and transformers for audio and video systems are in
compliance with low voltage directives and electromagnetic compatibility directives.

They offer short circuit and overload protections (except on TF-104).

Installation is with DIN 46277 guide or surface mounting with screws.
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Type Dimension Specification System

TF-104

Transformer

52(W) x 90(H) x 60(D)mm

 (3DIN)

12V a.c. Output.
230 V a.c. / 18VA input.

For audio systems with 4+n
installation.

FA-GB2/A

Power supply

140(W) x 90(H) x 60(D)mm.

(8DIN)

26V d.c. Output.
110 to 240V a.c./ 40 VA input.

For “GB2” audio or video digital
systems.

FA-V2PLUS

Power supply

107(W) x 90(H) x 62(D)mm.

(6DIN)

25.5V d.c. Output.
110 and 230V a.c./ 30VA input.

For “V2Plus” digital video systems
with no dependence on the number

of apartments.

FA-PLUS/C

Power supply

107(W) x 90(H) x 62(D)mm.

(6DIN)

18V d.c. Output.
110 and 230V a.c. / 30VA input.

For “2Plus” audio digital systems
with no dependence on the number

of apartments.

FA-805

FA-PLUS/C

FA-PLUS

Power supply

107(W) x 90(H) x 62(D)mm.
(6DIN)

107(W) x 90(H) x 62(D)mm.
(6 DIN)

178(W) x 90(H) x 60(D)mm.
(10DIN)

12V a.c. and 18V d.c. Outputs.
110 and 230V a.c./ 25VA input.

For “Plus” video digital system for
villas

18V d.c. Output.
110 and 230V a.c. /30VA input.

For each group of 20 apartments of
“Plus” audio  or video digital

systems. To be used on slave panels
and main entrance panels.

18V d.c. Output.
110 to 230V a.c. /72VA input.

For audio and video systems with
“Plus” digital installation with more
than 20 apartments and up to a max.

of 50 units.


