
153 mm

ø 30 mm ø 20 mm

DATA SHEET XtrAlign HU LASER

PERFORMANCE FEATURES
n Low installation height
n Extremely robust
n Special optics for even brightness distribution

TECHNICAL DATA
Laser type Diode
Wavelength/Laser color Red: 638 nm, Green: 520 nm
Internal laser power 1 … 40 mW
Divergence 0,5 mrad
Operating voltage DC 12 ... 30 V DC
Power consumption < 200 mA
Enclosure rating IP 67
Shock resistance IK10

Dimensions/Weight L: 153 mm × ø 30 mm (front); 
ø 20 mm (back)/330 g

Power connector M12, 4-core

Ambient conditions −10 ... +40 °C, 0 ... 90 % rel. 
humidity, non consending

Service life (MTTF) > 30,000 h at 25 °C 

 GREEN

Models Internal laser 
power Line length Laser 

class
LAP  1 HU 1 mW max. 1 m 1
LAP  3 HU 3 mW max. 2 m 1
LAP  5 HU 5 mW max. 4 m 1
LAP 10 HU 10 mW max. 6 m 1
LAP 15 HU 15 mW max. 10 m 1
LAP 30 HU 30 mW max. 15 m 2
LAP 40 HU 40 mW max. 20 m 2

 RED

Models Internal laser 
power Line length Laser 

class
LAP  1 HU 1 mW max. 1 m 1
LAP  3 HU 3 mW max. 2 m 1
LAP  5 HU 5 mW max. 4 m 1
LAP 10 HU 10 mW max. 6 m 1
LAP 15 HU 15 mW max. 10 m 1
LAP 30 HU 30 mW max. 15 m 2

SPECIAL OPTICS : PRODUCT CODE:
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BRIGHTNESS DISTRIBUTION
STANDARD OPTICS

BRIGHTNESS DISTRIBUTION XtrAlign HU LASER SPECIAL OPTICS



www.LAP-LASER.com

ISO 9001
ISO 13485

LAP GmbH 
Laser Applikationen
Zeppelinstrasse 23
21337 Lueneburg
Germany
Phone +49 4131 9511-95
Fax +49 4131 9511-96
Email info@lap-laser.com

LAP Laser, LLC
1830 Airport Exchange Blvd.
Suite 110
Erlanger, KY 41018
USA
Phone +1 859 283-5222
Fax +1 859 283-5223
Email info-us@lap-laser.com

LAP GmbH 
Laser Applikationen
Представительство в Москве
1, Казачий переулок 7
119017 Москва
Российская Федерация
Тел. +7 495 7304043
Факс +7 495 7304044
Email info-russia.gi@lap-laser.com

LAP Laser Applications
Asia Pacific Pte. Ltd.
750A Chai Chee Road
#07–07 Viva Business Park
Singapore 469001
Phone +65 6536 9990
Fax +65 6533 6697
Email info-asia.gi@lap-laser.com

LAP Laser Applications 
China Co. Ltd. 
East Unit , 4F Building # 10 
LuJiaZui Software Park
No. 61 Lane 91 EShan Road
Shanghai 200127
China
Phone +86 21 5047-8881
Fax +86 21 5047-8887
Email info-cn@lap-laser.com

BRACKETS:

ACCESSORIES:

POWER SUPPLY: CONNECTOR:
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LASER RADIATION
DO NOT STARE INTO BEAM

CLASS 2 LASER PRODUCT
ACC TO EN/IEC 60825-1:2007; P≤1mW; λ=532 / 640 nm

Complies with 21 CFR 1040.10 and 1040.11 
except for deviations pursuant to 

Laser Notice No. 50, dated June 24, 2007.

LASER RADIATION
DO NOT STARE INTO BEAM OR VIEW 

DIRECTLY WITH OPTICAL INSTRUMENTS

CLASS 2M LASER PRODUCT
ACC TO EN/IEC 60825-1:2007 

Complies with 21 CFR 1040.10 and 1040.11 
except for deviations pursuant to 

Laser Notice No. 50, dated June 24, 2007.

CLASS 1 LASER PRODUCT


